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RHN15 - Cross Linked Closed Cell Expanded Polyethylene Foam 

RH Nuttall Limited supply a wide range of parts in expanded closed cell polyethylene foam (PE), 
including polyethylene washers, polyethylene gaskets, polyethylene sheet, polyethylene seals, 
polyethylene insulations, polyethylene strips and polyethylene sheeting. Furthermore, a self-
adhesive backing can be applied to one or both faces to aid in the application process. Polyethylene 
sheets are available in different thicknesses starting from 1mm, 2mm, 3mm, 4mm, 5mm, 6mm, 
7mm, 8mm, 10mm, 12mm, 20mm right up to 25mm thick. 

Due to the very strong and resilient qualities of polyethylene foam it makes it an ideal material for 
uses including shock absorbing, vibration deadening, acoustic and thermal insulation, and cushioning 
PE Foam strips in packaging applications. 

 

Property Average Values 

General 

Density ISO845 33 kg/m³ 

Tensile strength @ 23°C 

Lengthwise 130 % 

Crosswise 125 % 

Comprehensive strength ISO 844 

Deflection 10% 19 kPa 

Deflection 25% 40 kPa 

Deflection 50% 105 kPa 

Compression Set ISO 1856-C 22 h charge 23 ºc deflection 25 % 

Deflection 25% .5h after discharge 20% 

Deflection 25% 24h after discharge 11 % 

Thermal conductivity ISO 2581 

@ 10°C 0.034 W/m.K 

@ 40°C 0.039 W/m.K 

Working temperature range -80 ºc / +100 ºc 

Water absorption (96h) <1 vol % 

Water vapour transmission ISO 1663 - G/m x 24 h 

U Value (23°C, 0.85 % r h) ISO 1663  

Shore Hardness ‘00’ Scale 21 - 44 

 

 

 

 

 

 


