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**The information given above is based upon average values and is no way intended as a warranty. The purchaser is deemed responsible 
for determining the suitability of the product for any particular application. All data relating to suitable uses and description information 

concerning our products are compiled from research and are believed to be reliable, but are provided for guidance purposes only. The 
Company holds no legal or contractual responsibility for information supplied**. 

 
 

Mylar 
 
Mylar is a polyester film that is used for its high tensile strength, chemical, and dimensional stability. 
Moreover, RH Nuttall Limited produce mylar sheet and mylar sheeting, mylar strip, mylar seals, 
mylar washers and mylar gaskets to act as barriers to aroma and gases as well as make use of its 
excellent dielectric properties in the form of insulations. 
 
Flexible, durable and strong, Mylar lends itself to many different applications in thermal and electric 
insulations industry. Due to Mylar containing no plasticizes it also means it has good ageing 
properties meaning it will not go brittle over a long duration of time. 
 
Mylar has excellent resistance to both moisture and certain chemicals. Furthermore, Mylar has a 
good temperature prevail ranging from -70°C to +150°C. 
 
 

Property Type Test Method Unit 50 A 

Tensile Strength MD/TD ASTM D 882 MPa 200/240 

Elongation at break MD/TD ASTM D 882 % 130/100 

Modulus MD/TD ASTM D 862 MPa 3650/4100 

Shrinkage 105oC for 
30 min 

MD/TD ASTM D 1204 % 0.5/0.5 

Shrinkage 150oC for 
30 min 

MD/TD ASTM D 1204 % 1.5/1.5 

Shrinkage 200oC for 
30 min 

MD/TD ASTM D 1204 % 4.0/4.0 

Haze - ASTM D 1003 % 27 

Dielectric Strength - ASTM D 1439 KV 7.7 

 
 


