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**The information given above is based upon average values and is no way intended as a warranty. The purchaser is deemed responsible for determining the suitability of the product for any particular application. All 
data relating to suitable uses and description information concerning our products are compiled from research and are believed to be reliable, but are provided for guidance purposes only. The Company holds no legal 

or contractual responsibility for information supplied**. 

 
 

Polyurethane (1k) 
 

Polyurethane is any polymer consisting of a chain of organic units joined together by urethane links. RH Nuttall Limited manufacture and supply a range of 
polyurethane washers and polyurethane gaskets in all grades and hardnesses of polyurethane for various different applications. Predominantly used in 
applications where high abrasion resistance is required, our polyurethane washers and polyurethane gaskets offer a reliable solution for medium pressure 
load wear. 
 
Available in various colours as well as different hardnesses. Polyurethane has a low density and therefore equips itself to competing with more expensive 
metal components. We supply washers and gaskets into the structural industry, excelling in low weight applications. It also outperforms many other rigid 
plastics. 
 
RH Nuttall Limited are able to offer polyurethane washers, gaskets, seals, and strip in a various colours including natural and blue.  
 
Property Unit 45 50 55 60 65 70 75 80 85 90 
100% Modulus MN/m2 1.1 1.2 1.7 2.1 2.7 3.5 3.9 4.7 6.3 9.3 
300% Modulus MN/m2 1.7 2.3 3.1 4.3 6.0 7.3 8.1 9.6 12.5 16.4 
Tensile Strength MN/m2 18 21 25 30 33 35 36 37 38 38 
Elongation at 
Break 

% 830 750 680 650 650 630 620 620 620 600 

Angle Tear 
Strength 

KN/m 26 28 34 38 49 60 68 77 81 96 

Compression Set % 20 25 25 25 30 30 30 30 30 30 
Resilience % 60 57 55 52 50 49 48 47 44 40 
Abrasion Loss mm3 <30 <30 <30 <30 <30 <30 <30 <30 <30 <30 

 


