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RHN9 - Flame Retardant Neoprene Foam 

Due to the superb air tight and water tight properties of expanded Neoprene foam (also known as 

neoprene sponge) it is generally used within the automotive, electronics and construction trades. It 

is also a very good material for jointing expansion, weather strips, glazing and closure seals as well as 

shock absorbers. Self-adhesive backing can be added to any neoprene foam strip. 

Our neoprene foam products are available in thicknesses ranging from 1mm, 1.5mm, 2mm, 3mm, 

4mm, 5mm, 6mm, 7mm, 8mm, 10mm, 12mm, 15mm, 20mm, 25mm, 30mm right up to 40mm in 

thickness. Neoprene sponge cord and neoprene foam cord are also readily available for supply from 

our company. 

 

Property Unit Result Test Method 

Appearance Density kg/m³ 140 kg ASTM D1056 61-67 

Spring hardness 0 20 KSM 6660:2006 

Tensile strength kg/m³ 5.5 ASTM D412 

Elongation at break % 165 ASTM D412 

Compression deflection 
25% deflection 

kPa 48 ASTM D1056 17-22 

Compression deflection 
after oven ageing change 
from original limits % 

% 22 ASTM D1056 16-22 

Compression set 50% 
delfection 22 h 23°C 

% 23 ASTM D1056 49-67 

Low temp flex 5h -40°C  Pass ASTM D1056 59-60 

Flammability characteristics 
100m/min max 100mm/min 

 Pass ASTM D5132 100 UL 94HF-1 
equivalent 

Water absorption % 0.26 ASTM D1056 42-48 

Product category   2C2 

Specimen   Die A type of ASTM D412 

Temperature range °C -20/+100 ASTM D1056 SCE42 
 

 

 

 

 


